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DESCRIPTION

ALKALI ADDITIVE is a liquid blend of surfactants specifically designed for addi�on to caus�c 
solu�ons for CIP cleaning opera�ons. 

DIRECTIONS FOR USE

Add 20L of ALAKLI ADDITIVE to 1000L of liquid caus�c 50%. 

For further technical details, consult your Jasol technical representa�ve.

SAFETY INFORMATION 
ALKALI ADDITIVE is classified as Hazardous according to the GHS.
ALKALI ADDITIVE is classified as Dangerous Goods according to the ADG Code (7th Ed).
ALKALI ADDITIVE is a Scheduled Poison according to the SUSMP. 
Avoid contact with eyes and skin. Refer to SDS for further informa�on.

FIRST AID INFORMATION

If poisoning occurs contact a doctor or Poisons Informa�on Centre Australia, Phone 13 11 26. If 
swallowed do NOT induce vomi�ng. Wash out mouth thoroughly with water and seek 
immediate medical a�en�on. If in eyes, hold eyelids apart and flood with water for at least 15 
minutes. If on skin, remove contaminated clothing and wash affected area with running water. 
Seek immediate medical a�en�on. 

24 HOUR TOLL FREE EMERGENCY PHONE NO: 1800 629 953

ALKALI ADDITIVE
Surfactant Blend for Liquid Caus�c

PRODUCT ENQUIRIES 
Customer Service: 1800 334 679
jasolcsteam@gwf.com.au

For further informa�on regarding product safety 

and handling, refer to the Safety Data Sheet and 

product label.

FEATURES
 Stable in highly 

concentrated caus�c 
solu�ons

 Low foaming

AREAS OF USE
 CIP cleaning

PHYSICAL & CHEMICAL PROPERTIES 
FORM Clear Liquid
COLOUR Light Yellow
ODOUR Odourless
pH >13.0
SPECIFIC GRAVITY 1.25
FLAMMABILITY Not Flammable 
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